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435.304 The COSTSAFR Program.
435.305 Alternative compliance procedure.
435.306 Selecting a life cycle effective pro-

posed building design.

AUTHORITY: 42 U.S.C. 6831–6870; 42 U.S.C.
8254; 42 U.S.C. 7101, et seq.

SOURCE: 53 FR 32545, Aug. 25, 1988, unless
otherwise noted.

Subpart A—Voluntary Perform-
ance Standards for New
Commercial and Multi-Family
High Rise Residential Build-
ings; Mandatory for Federal
Buildings

SOURCE: 54 FR 4554, January 30, 1989, unless
otherwise noted.

§ 435.97 Purpose.

(a) This subpart establishes energy
conservation voluntary performance
standards for the design of new com-
mercial and multi-family high rise res-
idential buildings. The voluntary per-
formance standards are designed to
achieve the maximum practicable im-
provements in energy efficiency and in-
creases in the use of non-depletable
sources of energy.

(b) The voluntary performance stand-
ards will be used by Federal agencies
for the design of new Federal commer-
cial and multi-family high rise residen-
tial buildings.

(c) Except in the case of new com-
mercial and multi-family high rise res-
idential buildings, which are Federal
buildings, voluntary performance
standards prescribed under this subpart
are developed solely as guidelines for
the purpose of providing technical as-
sistance for the design of energy effi-
cient buildings.

§ 435.98 Scope.

(a) The voluntary performance stand-
ards for new commercial and multi-
family high rise residential buildings
apply to the design of a new commer-
cial or multi-family high rise residen-
tial building, except for the following:

(1) A building constructed and devel-
oped for residential occupancy, unless
the building is a multi-family high rise
residential building with 3 or more sto-
ries;

(2) Heating, cooling, ventilating, or
service hot water requirements for
those spaces where processes occur for
purposes other than occupant comfort
and sanitation, and which impose ther-
mal loads in excess of 5% of the loads
that would otherwise be required for
occupant comfort and sanitation with-
out the process;

(3) Envelope requirements for those
spaces where heating or cooling re-
quirements are excepted in paragraph
(a)(2) of this section;

(4) Lighting for tasks not listed or
encompassed by areas or activities list-
ed in Table 3.5–1; and

(5) Buildings that are composed en-
tirely of spaces listed in paragraphs (a)
(2), (3), and (4) of this section.

§ 435.99 General definitions and acro-
nyms.

(a) For the purpose of this subpart:
Accessible (as applied to equipment)

means admitting close approach; not
guarded by locked doors, elevation, or
other effective means. (See also Readily
Accessible.)

Adjusted Lighting Power means light-
ing power, ascribed to a luminaire(s),
that has been reduced by deducting a
lighting power control credit based on
use of an automatic control device.

Annual Fuel Utilization Efficiency
means the ratio of annual output en-
ergy to annual input energy that in-
cludes any non-heating season pilot
input loss.

Air Conditioning, Comfort means treat-
ing air to control its temperature, rel-
ative humidity, cleanliness, and dis-
tribution to meet the comfort require-
ments of the occupants of the condi-
tioned space. Some air conditioners
may not accomplish all of these con-
trols.

Ambient Lighting means lighting that
produces general illumination through-
out an area.

Area Factor means a multiplying fac-
tor that adjusts the base unit power
density (UPD) for spaces of various
sizes to account for the impact of room
configuration on lighting power utili-
zation.

Automatic means a self-acting, oper-
ating by its own mechanism, when ac-
tuated by some impersonal influence,
such as, a change in current strength,
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